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Opened, modular polyethy-
lene BUGLO slides made of
rotomoulded LDPE type
material.

Safe pipe plugs made of 
injec tion molded polyamide.

Plates of the walls made of 
colourful triple layered 15 
mm HDPE polyethylene, in 
the highest  quality, totally  
damp--proof and  resistant 
to UV.

Climbing rocks made of 
chip pings and colourful 
polyester resin.

Solid construction made 
of stainless steel AISI 304 
totally resistant to weather 
condi tions. Solid construc-
tion made of stainless steel 
AISI 304 totally resistant to 
weather condi tions. 

Closed, modular, polyethyl-
ene BUGLO slides made of
rotomoulded LDPE type
material.

The TIC TAC TOE game is 
made of polyethylene rota-
tionally molded with sym-
bols on the form. The barrel 
is 16 cm height and 15,5 cm 
wide enriched with addi-
tional symbols like sun and 
moon, making the fun even 
better. 

Plates of the walls and plat-
forms made of colourful 13 
mm HPL (black plates made 
of 8 mm HPL), in the highest 
quality, totally damp-proof 
and resistant to UV. 

Tube made of LDPE 
polyethy lene rotationally 
molded with the inner di-
ameter of 53,3 cm and the 
length of 125 cm. 

Plate and rope connectors 
made of injection molded 
poly amide.
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Connecting elements like 
screws, nuts, washers made 
of stainless steel. Van-
dal-proof screw plugs made 
of injection molded polyam-
ide.

System of connect ors and 
clamps made of strong alu-
minum alloy. Aluminum is 
secured by the process of 
electrophoresis and powder 
coating with polyester paint 
UV resistant and QUALI COAT 
attested.

12 13

Polypropylene ropes pp-
multi s  plit ty pe with a steel 
core and a diameter of 16 
mm.

14

Solid and esthetic rope con-
nectors made of injection 
mol ded polyamide.

15

Rope endings pressed in 
a sleeve made of durable alu-
minum alloy.

16

Hemispheric window with a 
dia  meter of 400 mm. Materi-
al: heat - formed polycarbon-
ate 5 mm thick,.
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